Spring Assisted
Galvanized Diamond Plate Cover
w/ Locking Latch

COVER
No. 64-332P
1,220 Ibs.

VAULT 1\
No. 644-BL

3,450 Ibs.

Ful

—
180" Open

Recessed Lift Handle

SS

— Galvanized "C" Channel, 50" Lg.
1 Each Side, 2 Sides

Install two cable support arms into C channel
to support cable and/or splice cases

Bond all talli

hardware to ground rod.

1 1/2" Dia. Lift Hol
1 Each Side, 2 Si

NS

Two 4" Conduits
Innerduct and cable in
lower conduit.

#2 AWG GROUND CABLE

2 Places In Floor

/u\ﬁ. Dia. Ground Rod

1” Dia. Ground Rod Knockout

Bond all metallic hardware to ground rod.
Bond ground cable from trench to ground rod.

R Galvanized Pulling Iron
1 Each End, 2 Ends

P4 |-=—— oz
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FIBER OPTIC ONE—LINE DIAGRAM

NTS

THIS DRAWING HAS BEEN PREPARED, IN PART, ON THE BASIS OF INFORMATION COMPILED BY OTHER ENGINEERING
FIRMS AND FIELD WORK BY D. HITTLE & ASSOC., INC. (DHA). FIELD CONDITIONS MAY CHANGE DUE TO FACTORS
BEYOND THE CONTROL OF DHA. AS A CONDITION OF USE, ANYONE USING THESE DRAWINGS THAT FINDS A
DISCREPANCY FROM ACTUAL CONDITIONS IS TO IMMEDIATELY FORWARD SUCH INFORMATION TO DHA FOR

INCORPORATION INTO THE NEXT REVISION OF THE DRAWINGS.
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FIBER OPTIC VAULT (TYP.)

644—LA
NTS

CAUTION BURIED POWER CABLE (1)
& FIBER OPTIC (2)

- —_—

NATIVE BACKFILL
IN 8 LFTS

SELECT BACKFILL

1 SPARE

X

2

/ \ / UNDISTURBED

COMPACTED TO 95X DENSITY
o m m COMPACTED TO 95% DENSITY
. N ... - N 8° UFTS

2—4" CONDUITS FOR FIBER
/ 1 WTH 3-1.25" INNER DUCTS

ENCASE CONDUITS WITH 3" CONCRETE ON

/\\M/\ ALL SIDES AT ALL ROAD CROSSNGS

JOINT TRENCH DETAIL
NTS

GENERAL NOTES

1. REFER TO SHEET EH103 FOR LOCATIONS OF
VAULTS AND CONDUIT.

2. MAINTAIN 12" SEPARATION BETWEEN POWER
CONDUITS AND FIBER OPTIC CONDUITS IN PARALLEL
RUNS.

3. MAINTAIN 12" DEPTH SEPARATION AT ALL
POINTS WHERE FIBER OPTIC CONDUITS CROSS
POWER CONDUITS.

4. IN EACH FIBER OPTIC VAULT, BOND VAULT LID,
CABLE RACKING, AND ALL OTHER METALLIC
HARDWARE TO THE GROUND ROD.

FLAG NOTES

_V MARINE POWER CABLE WITH 60 STRANDS SINGLEMODE FIBER

60 STRANDS SINGLEMODE FIBER SEPARATED FROM MARINE POWER
CABLE, EXTENDED TO SPLICE CASE IN COMMUNICATIONS VAULT.

FIBER OPTIC SPLICE CASE IN COMMUNICATIONS VAULT. FUSION
SPLICE 12 STRANDS OF THE MARINE CABLE FIBER TO A
12—STRAND SYSTIMAX TERASPEED CABLE. 48 STRANDS OF THE
MARINE CABLE FIBER SHALL REMAIN UNTERMINATED IN THE SPLICE
CASE FOR FUTURE USE BY THE OWNER. TEST FIBER PER SECTION

||||||||||||||||||||||| P2 C1 16741.
IIIIIIII INSTALL 12—STRAND SYSTIMAX TERASPEED SINGLEMODE FIBER
% g OPTIC CABLE IN 1.25—INCH INNERDUCT IN CONDUIT.
TERMINATE 12—STRAND SYSTIMAX TERASPEED SINGLEMODE FIBER
OPTIC CABLE INTO SYSTIMAX 600B FIBER OPTIC PATCH PANEL.
INSTALL 600B PATCH PANEL INTO POWER CONTROL SYSTEM
EQUIPMENT RACK. COORDINATE EXACT LOCATION WITH POWER
CONTROL SYSTEM CONTRACTOR. TEST FIBER PER SECTION 16741.
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